
Model Application Material Needle 
No. of  

Threads 
Gauge 

Needle Bar 

Stroke 
Stitch Length 

Differential 

Feed Ratio 

Presser  

Foot Lift 

Maximum  

Speed 

KC2702L 
Attaching 

Tape 
Light to 
Medium 

UY 
128GAS 
#9 - #11 

4 1/4 31 ㎜ 1.5 – 5 ㎜ 2.5 – 5 6 ㎜ 4500 

Feed-up-the-arm double chain stitch machine 

  KC2702L – available also with direct drive 

2-needle, 4-thread feed-up-the-arm double chain 
stitch machine for attaching tape to cover the overlock 
seams on shoulders and the back of the neck of T-
shirts and Polo shirts 
 
 
 
 

Headquarters & Factory 
MORIMOTO MFG. CO., LTD. 
Osaka, Japan 
hqeigyo@kansai-special.com 
 

Central European Branch 
KANSAI SPECIAL EUROPE GmbH 

Düsseldorf, Germany 
sales@kansai-special.de 

 Easy adjustment 
The stitch length can be easily adjusted by push-button 
and the differential feed ratio by lever. 

www.kansai –special.de 

 Equipped with a tape folder 
A tape folder is included as standard equipment. 
(Finish size :  9 mm) 

 Features 


